
www.opto-engineering.com

MC3-03X

MC3-03X
lens suitable for the inspection of object 
sizes ranging from few millimeters to some 
centimeters. 

adjusting a lockable rotating knob. The lens 

means of a set of extension tubes, included 
in the product package; this feature makes 
this component ideal for prototyping 
purposes and machine vision applications 

resolution and brightness is maintained in 

optical distortion approaches zero at any 

suitable for measurement applications.

Zero distortion,
 
macro KEY ADVANTAGES

 
MC3-03X is suitable for the inspection of 
many different object sizes with different 
detector options.

Nearly zero distortion:
less than 0.05% distortion, at any 

choice for measurement applications.

Perfect optical parameters mix: 

the lens working F-number in such a way 
that resolution and distortion remain 
properly combined.
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1/4" 1/3" 1/2" 1/1.8" (7) 2/3"

number of magn. w.d. working w x h w x h w x h w x h w x h

spacers (X) f-number depth 3,60 x 2,70 4,80 x 3,60 6,40 x 4,80 7,04 x 5,28 8,80 x 6,60

(mm) (mm) (mm) x (mm) (mm) x (mm) (mm) x (mm) (mm) x (mm) (mm) x (mm)

1 0,7 31 9 0,6 5,1 x 3,9 6,9 x 5,1 9,1 x 6,9 10,1 x 7,5 12,6 x 9,4
1 0,8 29 10 0,5 4,5 x 3,4 6,0 x 4,5 8,0 x 6,0 8,8 x 6,6 11,0 x 8,3
1 0,9 28 10 0,4 4,0 x 3,0 5,3 x 4,0 7,1 x 5,3 7,8 x 5,9 9,8 x 7,3
1 1,0 27 11 0,4 3,6 x 2,7 4,8 x 3,6 6,4 x 4,8 7,0 x 5,3 8,8 x 6,6
1 1,1 28 11 0,3 3,3 x 2,5 4,4 x 3,3 5,8 x 4,4 6,4 x 4,8 8,0 x 6,0
1 1,2 28 12 0,3 3,0 x 2,3 4,0 x 3,0 5,3 x 4,0 5,9 x 4,4 7,3 x 5,5
1 1,3 29 12 0,24 2,8 x 2,1 3,7 x 2,8 4,9 x 3,7 5,4 x 4,1 6,8 x 5,1
1 1,4 31 13 0,2 2,6 x 1,9 3,4 x 2,6 4,6 x 3,4 5,0 x 3,8 6,3 x 4,7
1 1,5 32 13 0,19 2,4 x 1,8 3,2 x 2,4 4,3 x 3,2 4,7 x 3,5 5,9 x 4,4
1 1,6 34 14 0,2 2,3 x 1,7 3,0 x 2,3 4,0 x 3,0 4,4 x 3,3 5,5 x 4,1

3 2,1 7 16 0,12 1,7 x 1,3 2,3 x 1,7 3,0 x 2,3 3,4 x 2,5 4,2 x 3,1
3 2,2 9 17 0,12 1,6 x 1,2 2,2 x 1,6 2,9 x 2,2 3,2 x 2,4 4,0 x 3,0
3 2,3 11 18 0,11 1,6 x 1,2 2,1 x 1,6 2,8 x 2,1 3,1 x 2,3 3,8 x 2,9
3 2,4 14 18 0,10 1,5 x 1,1 2,0 x 1,5 2,7 x 2,0 2,9 x 2,2 3,7 x 2,8
3 2,5 16 19 0,10 1,4 x 1,1 1,9 x 1,4 2,6 x 1,9 2,8 x 2,1 3,5 x 2,6
3 2,6 18 19 0,09 1,4 x 1,0 1,8 x 1,4 2,5 x 1,8 2,7 x 2,0 3,4 x 2,5
3 2,7 21 20 0,09 1,3 x 1,0 1,8 x 1,3 2,4 x 1,8 2,6 x 2,0 3,3 x 2,4
3 2,8 23 20 0,09 1,3 x 1,0 1,7 x 1,3 2,3 x 1,7 2,5 x 1,9 3,1 x 2,4
3 2,9 26 21 0,08 1,2 x 0,9 1,7 x 1,2 2,2 x 1,7 2,4 x 1,8 3,0 x 2,3
3 3,0 28 21 0,08 1,2 x 0,9 1,6 x 1,2 2,1 x 1,6 2,3 x 1,8 2,9 x 2,2

0 0,1 275 6 19 36,0 x 27,0 48,0 x 36,0 64,0 x 48,0 70,4 x 52,8 88,0 x 66,0
0 0,2 136 6 5 18,0 x 13,5 24,0 x 18,0 32,0 x 24,0 35,2 x 26,4 44,0 x 33,0
0 0,3 92 7 2,5 12,0 x 9,0 16,0 x 12,0 21,3 x 16,0 23,5 x 17,6 29,3 x 22,0
0 0,4 71 7 1,5 9,0 x 6,8 12,0 x 9,0 16,0 x 12,0 17,6 x 13,2 22,0 x 16,5
0 0,5 60 8 1,1 7,2 x 5,4 9,6 x 7,2 12,8 x 9,6 14,1 x 10,6 17,6 x 13,2
0 0,6 54 9 0,8 6,0 x 4,5 8,0 x 6,0 10,7 x 8,0 11,7 x 8,8 14,7 x 11,0
0 0,7 50 9 0,6 5,1 x 3,9 6,9 x 5,1 9,1 x 6,9 10,1 x 7,5 12,6 x 9,4
0 0,8 47 10 0,5 4,5 x 3,4 6,0 x 4,5 8,0 x 6,0 8,8 x 6,6 11,0 x 8,3
0 0,9 46 10 0,4 4,0 x 3,0 5,3 x 4,0 7,1 x 5,3 7,8 x 5,9 9,8 x 7,3
0 1,0 46 11 0,4 3,6 x 2,7 4,8 x 3,6 6,4 x 4,8 7,0 x 5,3 8,8 x 6,6

2 1,4 12 13 0,21 2,6 x 1,9 3,4 x 2,6 4,6 x 3,4 5,0 x 3,8 6,3 x 4,7
2 1,5 14 13 0,19 2,4 x 1,8 3,2 x 2,4 4,3 x 3,2 4,7 x 3,5 5,9 x 4,4
2 1,6 15 14 0,18 2,3 x 1,7 3,0 x 2,3 4,0 x 3,0 4,4 x 3,3 5,5 x 4,1
2 1,7 17 14 0,16 2,1 x 1,6 2,8 x 2,1 3,8 x 2,8 4,1 x 3,1 5,2 x 3,9
2 1,8 19 15 0,15 2,0 x 1,5 2,7 x 2,0 3,6 x 2,7 3,9 x 2,9 4,9 x 3,7
2 1,9 21 15 0,14 1,9 x 1,4 2,5 x 1,9 3,4 x 2,5 3,7 x 2,8 4,6 x 3,5
2 2,0 23 16 0,13 1,8 x 1,4 2,4 x 1,8 3,2 x 2,4 3,5 x 2,6 4,4 x 3,3
2 2,1 25 16 0,12 1,7 x 1,3 2,3 x 1,7 3,0 x 2,3 3,4 x 2,5 4,2 x 3,1
2 2,2 27 17 0,12 1,6 x 1,2 2,2 x 1,6 2,9 x 2,2 3,2 x 2,4 4,0 x 3,0
2 2,3 30 18 0,11 1,6 x 1,2 2,1 x 1,6 2,8 x 2,1 3,1 x 2,3 3,8 x 2,9

detector type
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